
HEADWORKS COMPLETE PLANT

Hi-Tech Environmental, Inc. offers a full line of modular headworks systems. Each model HTCP is designed to 
provide screening, grit and (optional) grease removal. 

HOW IT WORKS:

Raw flow is introduced through a flanged inlet located at the front end of 
the HTCP, then passes through a mechanical fine screen, where the 
screenings are captured, washed, conveyed and compacted prior to 
discharge. The flow continues through the aerated grit chamber allowing 
grit to settle and organic material to remain in suspension. The settled grit 
is collected, classified, dewatered  and discharged via a horizontal and 
inclined grit screw. Optional grease collection is achieved in a quiescent 
grease zone, where grease and oil accumulate and are skimmed off with 
a mechanical skimmer for disposal. The treated effluent discharges 
through a flanged outlet at the back of the plant.
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Low Capital Costs
304 Stainless Steel Body
Integral Emergency Overflow
High Efficiency Gear Reducers
Low Maintenance Costs
Direct Drive (No Chains or Belts)
Screening Wash System

STANDARD FEATURES

Oil and Grease Removal 
Solids Bagger
Outdoor Weather Protection
Stainless Steel Flighting
Explosion Proof Operation
316 Stainless Steel Construction
Custom Discharge Chutes

OPTIONAL ITEMS

(INDIVIDUAL TREATMENT CAPACITY UP TO 3.5 MGD PER UNIT)


